Spherical nanoindentations and kink bands in Ti3SiC2 by Murugaiah, Anand et al.
 
 
 
 
 
 
 
 
 
 
 
 
 
College of Engineering 
    
      
 
Drexel E-Repository and Archive (iDEA) 
http://idea.library.drexel.edu/   
 
 
Drexel University Libraries 
www.library.drexel.edu
 
 
 
 
 
 
 
 
 
 
 
The following item is made available as a courtesy to scholars by the author(s) and Drexel University Library and may 
contain materials and content, including computer code and tags, artwork, text, graphics, images, and illustrations 
(Material) which may be protected by copyright law. Unless otherwise noted, the Material is made available for non 
profit and educational purposes, such as research, teaching and private study. For these limited purposes, you may 
reproduce (print, download or make copies) the Material without prior permission. All copies must include any 
copyright notice originally included with the Material. You must seek permission from the authors or copyright 
owners for all uses that are not allowed by fair use and other provisions of the U.S. Copyright Law. The 
responsibility for making an independent legal assessment and securing any necessary permission rests with persons 
desiring to reproduce or use the Material. 
 
 
Please direct questions to archives@drexel.edu
 
Spherical nanoindentations and kink bands in Ti3SiC2
A. Murugaiah, M.W. Barsoum, S.R. Kalidindi, and T. Zhen
Department of Materials Science and Engineering, Drexel University, Philadelphia, PA 19104
(Received 4 August 2003; accepted 30 December 2003)
We report for the first time on load versus depth-of-indentation response of Ti3SiC2
surfaces loaded with a 13.5 m spherical tipped diamond indenter up to loads of
500 mN. Using orientation imaging microscopy, two groups of crystals were identified;
one in which the basal planes were parallel to, and the other normal to, the surface.
When the load-penetration depth curves were converted to stress-strain curves the
following was apparent: when the surfaces were loaded normal to the c axis, the
response at the lowest loads was linear elastic—well described by a modulus of
320 GPa—followed by a clear yield point at approximately 4.5 GPa. And while the
first cycle was slightly open, the next 4 on the same location were significantly harder,
almost indistinguishable, and fully reversible. At the highest loads (500 mN) pop-ins
due to delaminations between basal planes were observed. When pop-ins were not
observed the indentations, for the most part, left no trace. When the load was applied
parallel to the c axis, the initial response was again linear elastic (modulus of
320 GPa) followed by a yield point of approximately 4 GPa. Here again significant
hardening was observed between the first and subsequent cycles. Each cycle resulted
in some strain, but no concomitant increase in yield points. This orientation was even
more damage tolerant than the orthogonal direction. This response was attributed to the
formation of incipient kink bands that lead to the formation of regular kink bands.
Remarkably, these dislocation-based mechanisms allow repeated loading of Ti3SiC2
without damage, while dissipating significant amounts of energy per unit volume, Wd,
during each cycle. The values of Wd measured herein were in excellent agreement with
corresponding measurements in simple compression tests reported earlier, confirming
that the same mechanisms continue to operate even at the high (≈9 GPa) stress levels
typical of the indentation experiments.
I. INTRODUCTION
The carbide Ti3SiC2 is a hexagonal layered compound
belonging to a family of over 50 ternary carbides and
nitrides with the general formula MN+1AXN, where
n  1 to 3, M is an early transition metal, A is an
A-group (mostly IIIA and IVA) element, and X is C
and/or N1. These compounds—best described as thermo-
dynamically stable nanolaminates—possess an unusual
combination of properties.1
The most studied, and best understood, to date is
Ti3SiC2. It has the same density as Ti, but is almost three
times as stiff and yet is readily machinable.1–3 It is a
better electrical and thermal conductor than Ti metal3;
highly resistant to damage,4,5 thermal shock,3,4 fatigue,6
and creep.7 It exhibits an increasing R-curve behavior,6
with toughness values as high as 16 MPa√m.
It is now fairly well-established that the Vickers mi-
crohardness values in Ti3SiC2 decrease with increasing
loads down to a plateau value.2,3,5,8,9 Furthermore, it is
not possible to induce cracking from the corners of Vick-
ers indentations even at loads of 500 N.2,3,5 Diffuse
microcracking, delamination, crack deflection, grain
push-out, grain pull-out and the buckling of individual
grains have all been identified as energy absorbing
mechanisms.5 Of special interest to this work is the work
of Low et al.,8 who showed that Hertzian indentation
stress–strain response deviated strongly from linearity
beyond a well-defined maximum, with pronounced
strain–softening, indicating exceptional deformability in
this otherwise stiff ceramic. Surface and subsurface cer-
amographic observations revealed extensive quasi-
plastic microdamage zones at the contact sites. These
damage zones were made up of multiple intragrain slip
and intergrain shear failures, with attendant microfrac-
ture at high strains. No ring cracks or other macroscopic
cracks were observed on, or below, the indented surfaces.
The unique characteristics of the mechanical response
of Ti3SiC2 described above are directly attributable to
the following facts: (i) basal slip, and only basal slip,
is operative10–13; (ii) because of their high c/a ratios,
twinning is unlikely, and has never been observed. In-
stead, deformation occurs by a combination of glide and
kink band formation within individual grains,10–13DOI: 10.1557/JMR.2004.0148
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and (iii) because they are confined to the basal planes,
dislocations arrange themselves either in arrays (pile-
ups) on the same slip plane, or in walls (tilt boundaries)
normal to the arrays.11,12 Dislocation interactions, other
than orthogonal, are difficult and unlikely to occur,
which allows them to move back and forth reversibly and
extensively.
Most recently, we have shown that macroscopic poly-
crystalline Ti3SiC2 cylinders can be compressed, at room
temperature, to stresses of up to 1 GPa, and fully recover
upon the removal of the load, while dissipating approxi-
mately 25% of the mechanical energy.14 The stress–
strain curves at room temperature outline fully reversible,
reproducible, rate-independent, closed hysteresis loops
that are strongly influenced by grain size with the energy
dissipated being significantly larger in the coarse-grained
material. The loss factors for Ti3SiC2 are higher than
most woods and comparable to polypropylene and nylon.
Furthermore, the energy dissipated per cycle, Wd, was
found to scale with the square of the applied stress, . In
one case, a sample was cycled 100 times to 700 MPa,
with no apparent changes in the shape or size of the
loops. These observations were attributed to the forma-
tion and annihilation of fully reversible incipient kink
bands, or IKBs. IKBs are composed of near parallel dis-
location walls of opposite polarity that remain attached
and are thus attracted to each other. Removal of the load
allows the walls to collapse and the IKB to be totally
eliminated. At temperatures higher than 1000 °C, the
stress–strain loops are open and the response becomes
strain-rate dependent. However, cyclic hardening was
observed at 1200 °C, for both fine and coarse-grained
samples. At higher temperatures, the IKBs dissociate into
mobile walls that in turn coalesce to form regular kink
bands (KBs) that are no longer reversible.14
The purpose of this work is twofold. First, to study the
response of Ti3SiC2 at high stresses (significantly above
the 1 GPa stress imposed in the simple compression
tests14) to explore if Wd continues to increase with in-
creasing stresses. For this purpose, we decided to con-
duct nanoindentation experiments using a spherical
nanoindenter, where the stress levels under the indenter
of the order 5–10 GPa. Second, we examined the influ-
ence of crystal lattice orientation on the mechanical re-
sponse and deformation behavior under the indenter.
II. EXPERIMENTAL
The samples were made using a sinter forging tech-
nique.10 In brief: Ti, SiC and graphite powders were
mixed, milled, cold pressed, and sintered in Ar at
1450 °C for 8 h. The sintered porous billets were hot
pressed under plane strain conditions in a graphite die
at 1600 °C under an axial stress of 42 MPa for 24 h.
The resulting sample had large, plate-like grains with
diameters of 1 to 2 mm and thicknesses of the order
200 m. The samples were cut with a diamond saw,
mounted, and polished down to 0.06 m silica suspen-
sion, and lastly etched and polished one more time to
relieve any surface mechanical damage accumulated dur-
ing polishing.
The orientations of the grains were confirmed using
orientation imaging microscopy (OIM). Orientation im-
aging microscopy is a relatively new technique using
electron back-scattered diffraction to determine the crys-
tallographic structure of polycrystalline specimens, such
as crystallographic texture and orientation of individual
grains with respect to the sample surface.15–17 Using
OIM, various grains with orientations with c axis close to
0° and 90° with respect to the indentation direction were
selected. More details can be found in Ref. 17.
Load cycle indentations were carried out using a na-
noindenter (MTS XP System, Corporation, Oak Ridge,
TN) with a 13.5-m-radius spherical diamond tip. The
tip was calibrated with standard amorphous silica and
sapphire samples. The tests were carried out—under load
control at loading rates between 0.5 mN/s and 8 mN/s —
to peak loads of 5, 10, 20, 100, 200, and 500 mN, in two
orthogonal orientations: 0° and 90° to the c axis, respec-
tively (i.e., parallel and normal to the c axis). To discount
any experimental artifacts, similar tests were carried out
in fused silica and sapphire at the above loads for com-
parison. Two types of tests were carried out: first, regular
indentation tests under load control, loaded to the termi-
nal load, held there for 15 s, and unloaded. In the second
type, repeated indentations were carried out up to 5 times
on the same location to study the effects of cycling.
The load–displacement curves were converted into
stress–strain curves.8,18–25 For details on the technique
and the assumptions made in this work, see Appendix.
III. RESULTS
The response of Ti3SiC2 to indentation loadings can be
characterized by three regimes: (i) linear elastic, (ii) hys-
teretic, reversible but without microscopic damage, fol-
lowed by, at higher stresses, and (iii) plastic with damage
(i.e., microcracking/delaminations). As noted above,
Ti3SiC2 is strongly anisotropic in its plastic properties,
and therefore in the following we describe separately the
behavior when the grains are indented parallel and nor-
mal to the c axis.
For reasons that are not entirely clear, the stress–strain
curves at strains less than approximately 0.03 were noisy
and irreproducible and were omitted. Instead, in that
range a straight line was drawn through the origin as-
suming a modulus2,3 of 320 GPa, and Eq. (A6) in Ap-
pendix. All other dashed lines shown in these figures,
whether on re-loading or unloading, were drawn parallel
to the original dashed line.
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A. Loading normal to the c axis
(Note: Where appropriate a schematic of the relation-
ship between the loading direction and the basal planes is
shown in the figures for each test as a schematic inset.)
When the load was applied normal to the c axis, (i.e.,
edge-on to the basal planes), at the highest peak loads
(≈500 mN) delamination and/or cracks resulted in dis-
tinct pop-ins in the load displacement curves [Fig. (1a)].
The load at which the pop-ins occurred was somewhat
stochastic, but most pop-ins occurred at loads over
approximately 300 mN. Whenever pop-in was recorded,
the indents were clearly visible [see SEM micrograph in
Fig. 1(a)]. A good correlation was found between the
extent (in nm) of the pop-ins and the size of the cracks
measured in the SEM, confirming their relationship. Inter-
estingly, in two cases, no pop-ins were observed even at
500 mN [Fig. 1(a)].
Generally, at loads less than approximately 300 mN,
no pop-ins were observed, and typical results obtained
from multiple repeat indentations on the same location at
200 mN are shown in Fig. (1b). In this regime the first
loop is slightly open indicating a small (50 to 100 nm)
residual permanent deformation. However, the next four
indentations, on the same location, result in fully revers-
ible, [Fig.1(b)], almost indistinguishable, hysteresis
loops [Fig. 1(b)]. The areas encompassed by the repeat
loops are always smaller than the first loop [Fig. 1(b)],
clearly indicating hardening.
The corresponding stress strain curves for the loops
shown in Fig. 1(b) are shown in Fig. 1(c). Not surprising,
the first loop is open, but the next four loops are indis-
tinguishable from each other and, most important, are
fully reversible as the extrapolation of the unloading
curves all intersect the x axis at the origin. For the first
cycle, a distinct back-extrapolated indentation yield point
at approximately 4.5 GPa is observed [Fig. 1(c)]. (Note
the stress computed is an average stress in a complicated
stress state caused by the indenter geometry. Therefore,
this yield point does not necessarily correspond to a
yield point measured in simple compression tests. We
therefore refer to this yield point as an “indentation
yield point”. We are currently investigating the relation-
ship between the indentation yield strength and the
simple compression yield strength in Ti3SiC2 in ongoing
FIG. 1. (a) Typical load versus depth-of-indentation response of a Ti3SiC2 surface for which the loading direction is normal to the c axis. (Sketch
on left in this and most other figures shows the indenter/c-axis arrangement). Five curves are shown; three show extensive pop-ins that resulted
in delamination cracks shown in the central SEM micrograph; the other two did not delaminate and no trace of the indentation was found in the
SEM. Note stochastic nature of load at which the pop-ins occur. (b) Same as (a), but for repeat indentations, in the same location, to a maximum
load of 200 mN. Note first loop is open, but following 4 are closed. Inset expands the low load region. Major hardening occurs between the first
and second cycles. (c) Contact stress versus strain for results shown in (b). Note full reversibility of repeat loops. (d) Contact stress versus strain
for 4 different loads on four different locations. The inclined dashed lines were generated using Eq. A6, assuming a modulus of 320 GPa.
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studies.) On the second and further cycles, this back-
extrapolated indentation yield point increases to approxi-
mately 5.5 GPa (Fig. 1(c)]. Figure 1(d) shows the stress
strain curves for 4 indentations on different locations at
10, 100, 200, and 500 mN. The reproducibility of the
loading curves at the higher loads and that of the inden-
tation yield points is noteworthy.
Note the 10 mN indentation loop in Fig. 1(d) yields an
indentation yield point closer to 3.5 GPa, which is lower
than the 4.5 GPa quoted above. It is well known in metal
plasticity that the micro-yield point, where plastic defor-
mation initiates first, can be significantly lower than the
macroscopic yield point. The measurements shown here
indicate that the same is probably true for Ti3SiC2 as well.
To study the response at low load levels in more detail,
repeated nanoindentation measurements at 10 mN were
performed. The corresponding stress–strain curves are
shown in Fig. 2(a), where successive loops are shifted
to the right for clarity. It is gratifying that the loading and
unloading curves, for the five cycles, are parallel to
each other and consistent with the assumed modulus of
320 GPa. Another interesting aspect of these results is that,
in contradistinction to the results obtained at higher loads
[Fig. 1(c)], the indentation yield point in these low load tests
does not increase significantly with accumulated permanent
deformation [compare cycles 2 and 4 in Fig. 2(a)].
Finally, despite stresses at the tip of the indenter of the
order approximately 10 GPa and the repeat nature of the
indentations, typically, in the absence of pop-ins, no
trace of the indentations was found in a field-emission
scanning electron microscopy (FESEM). In a few spo-
radic cases, a subtle patch was noted in the FESEM.
B. Loading parallel to the c axis
When the maximum load (500 mN) was applied par-
allel to the c axis, the propensity and especially the extent
of pop-ins were greatly reduced [Fig. 3(a)] compared to
when the load was applied parallel to the c axis {compare
Figs. 1(a) and 3(a)]. In some cases there was a clear
indication of selective slip of surface layers relative to
bulk [see micrograph in Fig. 3(a)] that are not unlike the
bunching up of a rug.
In general, the results obtained in this direction were
less reproducible than the ones loaded in the orthog-
onal direction. The indentations in this direction some-
times had an extended penetration at low loads [e.g.,
Fig. 2(b)] and the results were thus quite stochastic. The
differences between the repeat cycles, however, were
much smaller. Possible reasons for this state of affairs are
discussed below.
Typical load–displacement curves [Fig. 3(b)] obtained
when loading to intermediate loads—100 mN—were
similar to those loaded to higher loads. A few small
pop-ins were observed, but the repeat cycles were almost
superimposable [Fig. 3(b)]. The inset in Fig. 3(b) ex-
pands the low load area and indicates that the major
hardening occurred between the first and second cycles,
after which the rate of hardening is diminished. The
corresponding stress–strain curves are shown in Fig. 3(c)
and are reminiscent of those shown in Fig. 2(a). The
presence of a linear elastic region followed by a plastic
region with a back-extrapolated indentation yield point
(denoted by a horizontal arrow) of approximately 4 GPa
is apparent. Here again the majority of the hardening
occurred between the first and second cycles, after which
a saturation of sorts sets in. In contrast to the results
shown in Fig. 1(c), here a small deformation is associated
with each cycle.
The stress–strain curves for single indentations loaded
to the maximum load [Fig. 3(a)] are shown in Fig. 3(d)
and are characterized by three regimes: linear elastic,
followed by a region where the hardening rate is
FIG. 2. Contact stress versus strain curves obtained when material was indented: (a) normal to the c axis up to 10 mN. Note increase in loop areas
between first and second loops, but little change in yield points. (b) Parallel to the c axis up to 10 mN. First cycle is characterized by large
deformations and low stresses. Second and subsequent cycles are almost identical in shape and size. In both figures, the cycles are shifted to the
right for clarity; the inclined long dashed are generated using Eq. (A6), assuming a modulus of 320 GPa; the short inclined lines are guides to the
eye showing the feeble dependence, if any, of yield points on total strain.
A. Murugaiah et al.: Spherical nanoindentations and kink bands in Ti3SiC2
J. Mater. Res., Vol. 19, No. 4, Apr 20041142
relatively high [region II in Fig. 3(d)], followed, at the
highest stresses by a region in which the hardening rate
is much reduced [region III, Fig. 3(d)]. Note the varia-
tions in the yield points in this direction are significantly
more scattered than the ones shown in Fig. 1(d).
As before, to study the response at low load levels in
more detail, we carried out repeated indentations at 10
mN in this orientation as well. The resulting indentation
stress–strain curves are shown in Fig. 2(b) and—if one
ignores the first cycle, which is characterized by a large
deformation at low stresses—the remaining curves are
quite similar. Here again, the theoretical straight line la-
beled elastic response in Fig. 3(b), fits the experimental
results, provided the tail end of the data at low loads on
loading are omitted. The unloading results also follow
the same slope down to approximately 1 GPa, after
which the data appears to skew to the left at roughly the
same angle the loading curves tilt above the yield point.
C. Dissipated work
The area within the stress–strain loop is the energy
dissipated during each cycle per unit volume, Wd.
Figure 4 plots a log–log plot of Wd versus.  as deter-
mined from the indentation stress–strain curves reported
herein. Also included are the results obtained in our ear-
lier work.14 The agreement between the two sets of re-
sults is quite good considering the more than 6 orders of
magnitude range in Wd covered by the data and the dif-
ferences in the definitions and extraction of stress–strain,
strictly speaking, between the uniaxial case14 and this
work.
IV. DISCUSSION
As far as we are aware, the formation of near-fully
reversible hysteresis loops, followed by hardening and
fully reversible loops [e.g., Figs. 1(b) and 1(c)] has never
been reported in any other dense, crystalline solid. Field
and Swain,21–23 Iwashita et al.,25 and Sakai et al.26 re-
ported similar results but in glassy carbons.
With the notable exception, namely, when loading par-
allel to the c axis [Fig. 2(b)], the dashed lines also were
an excellent fit for the initial portions of the reloading
FIG. 3. (a) Typical load versus depth-of-indentation response of a Ti3SiC2 surface for which the c axis is normal to the surface. Three curves are
shown for 3 different indent locations. In this direction, large pop-ins were not observed; instead features that resembled kinks in carpets shown
in central SEM micrograph were observed. (b) Same as (a), but for repeat indentations, in the same location, to a maximum load of 100 mN. Inset
expands the low load region. Major hardening occurs between the first and second loops. Note first loop is open, but following 4 appear closed.
(c) Contact stress versus strain curves for results shown in (b). Note that in this case the loops are not reversible. In this figure the various cycles
are shifted to the right for clarity. (d) Contact stress versus strain for 4 different loads on 4 different locations. Note stochastic nature of the yield
points. Also note 3 regions: a linear elastic region; a region II where the hardening is rapid; and region III, where the hardening rate is lower. In
both (c) and (d), the parallel inclined dashed lines were drawn assuming a modulus of 320 GPa and making use of Eq. (A6) in Appendix.
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curves. It also indirectly confirms that the moduli along
the a and c directions in Ti3SiC2 are not too different; a
conclusion in line with recent ab initio calculations.27 It
is also in agreement with the mild anisotropy in thermal
expansions along the a and c directions.28 In that respect,
Ti3SiC2 is quite different from other layered materials
such as graphite or mica, that are both elastically and
plastically anisotropic.
To understand and explain the majority of the results
reported herein, it is essential to invoke the presence of
three interrelated dislocation-based elements that appear
in the solid as the stress is progressively increased:
(i) incipient kink bands (IKBs); (ii) mobile walls (MWs)
that form when the walls comprising the IKBs detach
from each other; and (iii) immobile kink boundaries
(KBs), which are thin areas in which the MWs have
collapsed. The KBs are indistinguishable from high angle
grain boundaries.
The strongest, and almost irrefutable, evidence for the
presence of IKBs are the repeat cycles shown in Fig. 1(c).
That the response is fully reversible is evident and that
hardening has occurred between the first and second
cycles is also indisputable. These two facts alone rule out
phase transformations and/or microcracking. Further-
more, the fact that the energy dissipated is very large—of
the order of >2 GJ/m3 (Fig. 4)—and reproducible is con-
sistent with an interpretation in which not only are there
numerous dislocations, but the latter can apparently glide
reversibly over relatively large distances.
The hardening observed between the first and second
cycles can be explained in the context of the KB model.
During the first cycle, at low loads, IKBs is nucleated; at
intermediate loads they split forming pairs of MWs that
eventually collapse into KBs. According to Frank and
Stroh,29 the remote critical shear stress, c, needed to
render subcritical kink band unstable (i.e., grow) is
given by:
c 2bG2ln1
21 − 	2
, (1)
where 	 is Poisson’s ratio, G the shear modulus,  the
size of the IKB domain, and b the Burgers vector. The
most important ramification of Eq. (1), is that as 
shrinks, the remote stresses required to initiate new IKBs
increase accordingly. It is this reduction in domain size
that explains the increase in yield point between the first
and subsequent cycles [Fig. 1(c)]. Once a KB is formed,
and as long as the stress is not increased above the initial
stress, the only element that can nucleate is a fully re-
versible IKB. The small increase in yield points between
the second and subsequent cycles [Fig. 1(c)] is probably
a reflection of the fact that an equilibrium microstructure
is not been achieved after 5 cycles.
The idea of an equilibrium microstructure that
ultimately reaches an equilibrium configuration—
defined as one in which mobile dislocation walls are
absent—for a given stress must clearly be invoked to
explain the behavior of the material when loaded parallel
to the c axis [Fig. 3(c)] and at low loads normal to the c
axis [Fig. 2(a)]. In both cases, the loading and unloading
curves are parallel and a permanent strain is recorded
during each cycle. The results shown in Fig. 3(c) are
remarkable and unique for two reasons:
(i) Despite the apparent hardening between the first
and second, there is little doubt that Wd for the latter is
greater than during the former. There is only one possible
explanation to this observation: There are more mobile
dislocations in the second cycle. As important, the fact
that the areas of the later cycles are not a function of total
strain [Fig. 3(c)] implies the density of these mobile dis-
locations also remains more or less constant.
(ii) The back-extrapolated nanoindentation yield
points do not appear to increase despite the strain intro-
duced during each cycle [Figs. 2(a) and 3(c)].
In context of our model, the simplest explanation is
one in which a series of MWs radiate away from central
IKB sources. Because the walls are parallel, they repel
each other, but remain mobile, explaining both the source
of the strain and the lack of hardening. Needless to add,
at some point, the MWs collapse and form KBs, at which
time the microstructure evolves toward equilibrium, ul-
timately leading to full reversibility. That an equilibrium
FIG. 4 Log-log plot of energy dissipated per cycle, Wd, versus maxi-
mum stress applied,  for Ti3SiC2. The results in the lower left hand
corner were obtained from simple compression results of bulk
samples14. The ones in the upper right were obtained from the stress-
strain curves generated in this work. The agreement is good despite the
over 6 orders of magnitude range in Wd. The corresponding results for
graphite are also shown.32
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microstructure does develop is best evidenced by the
changes in shape of the stress–strain loops as the load in
increased from 10 mN [Fig. 2(a)] to 200 mN [Fig. 1(c)].
At higher loads, the repeat loops are fully reversible.
These comments notwithstanding, it is herby acknowl-
edged that more work is needed especially at low loads
and to higher number or cycles to better understand how
the microstructure evolves. This is a topic of ongoing
research.
The situation when the load is low (10 mN) and par-
allel to the c axis [Fig. 2(b)] is even more muddled be-
cause of the noise level and lack of reproducibility, es-
pecially of the first cycle. Here again more work is
needed.
The results presented here are in complete agreement
with our recent work14 in which it was concluded that the
formation of IKBs at room temperature—that gave way
to KBs at higher temperatures—were responsible for the
fully reversible hysteresis loops obtained in compres-
sion.14 At room temperature, the failure stresses (≈1 GPa
for fine-grained samples) were insufficient to separate
the IKB walls, and the response was fully reversible
even for the first cycle, (i.e., IKBs form and collapse
reversibly.14 It is only at elevated temperatures that the
walls of the IKBs separate and interact, resulting in
smaller domains, which in turn account for the cyclic
hardening observed at 1200 °C and after cooling. In this
work, the large stresses under the indenter and the con-
fined nature of the deformation are sufficient to result in
multiple KBs during the first cycle. In other words, the
high stresses herein play the role of temperature in our
previous work.
Based on the results shown in Fig. 4, it is reasonable to
conclude that the processes occurring at room tempera-
ture during the compression of bulk Ti3SiC2 samples are
the same as the ones occurring under the indenter. Such
excellent agreement is consistent with our KB-based
model. Note that the same good agreement between bulk
and nanoindentation results is valid for graphite as well
(Fig. 4).
The variability in response for samples loaded parallel
to the c axis is not fully understood at this time. The
presence of defects that can act as IKB nucleation sites
and thus greatly lower the yield point cannot not be dis-
counted. Finally, the grains along the c direction are
much thinner than in the orthogonal direction,6,10 and
there is no easy way to determine the thickness of a given
grain before indenting it. This could also have added to
the experimental scatter observed. These comments not-
withstanding, it is hereby acknowledged that more work
is needed.
Interestingly, the energy dissipated in the latter cy-
cles exceeds that of the first cycle, despite the fact that
the total areas under the load–displacement curves show
an opposite trend. This seemingly paradoxical result
is a direct consequence of hardening; hardening in-
creases the energy dissipated in any given unit volume
under the indenter. The area encompassed by the
load–displacement curves, on the other hand, measures
the total energy dissipated during each cycle; the softer
the material the greater the volume over which the energy
can be dissipated.
Direct evidence for micromechanical damage and KB
formation under a large spherical indenter was published
earlier.8 Unfortunately, the results shown here and those
reported in Ref. 8 cannot be compared, because in retro-
spect, it is now apparent that the deformation in the lat-
ter was not truly confined, which explains the strain-
softening. In Ref. 8, the samples were split in two and
re-glued together before loading.
In this paper, and despite some attempts, no direct
evidence for the formation of KBs under the indentations
is presented. Nevertheless, the key role KBs play in the
deformation of Ti3SiC2—at all scales—is incontrovert-
ible.10–12,17,30
Recently, direct transmission electron microscopy
(TEM) evidence for the existence of KBs were observed
when epitaxially grown thin films of Ti3SiC2 were nano-
indented parallel to the c direction using a Berkovich
indenter30. Direct TEM evidence for the presence of par-
allel dislocation walls and associated lattice rotations has
also been reported.12,30 Direct evidence for KBs was
very recently been obtained in single crystals of graph-
ite31 and mica,32 where scanning electron microscopy
(SEM) micrographs of areas under the indenter unam-
biguously show a transformation of the single crystal into
a multitude of much smaller crystals. Based on our recent
work, there is thus little doubt that IKBs, MWs, and KBs
play an important role in the deformation of both graph-
ite and mica—and thus much of geology.32
It is also worth noting that reversible load–displacement
curves have been reported in the literature in the inden-
tation response of glassy carbons—composed of nanom-
eter grains and 25–30% volume porosity21–23,25. The cur-
rent interpretations invoke the reversible slip of carbon
hexagonal network plane layers21,26 or the reversible slip
of dislocation networks, such as pile-ups at grain bound-
aries.26 The data presented here raises the possibility that
KBs might play a significant role in those materials as
well. This merits further investigation.
The work described in this paper is of paramount im-
portance for two main technological reasons. First, the
fact that KBs can be initiated without apparent macro-
scopic damage raises several exciting possibilities. When
this process is better understood, it could well lead to the
development of processing methods for effectively refin-
ing a microstructure (possibly to nanolength scales) with-
out associated damage. Second, Ti3SiC2, and by exten-
sion the other MN+1AXN phases, can be loaded repeat-
edly without damage, while simultaneously dissipating
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significant portions of the energy during each cycle.
Based on this response, it is fair to assume that such
surfaces would be highly resistant to fatigue damage.
When taken together with the fact that the friction coef-
ficients of the basal planes are ultralow,33 the possibility
of having high wear resistant surfaces that are very low
friction is a tantalizing prospect. Furthermore, the pros-
pect of exploring the more than 50 MN+1AXN phases
known to exist,1 and innumerable combinations of solid
solutions, is a wonderful one indeed, and one that should
prove to be of technological and scientific importance
and benefit. The absorption of energy during loading–
unloading cycles could also in principle render the
MN+1AXN phases excellent surfaces for applications
where vibration damping is desired; an important con-
sideration for many micro-electro-mechanical systems
(MEMS) applications.
V. CONCLUSIONS
Nanoindentations on Ti3SiC2 reveal three distinct re-
gimes of mechanical response:
(1) Linear elastic response with an Young’s modulus
of about 320 GPa, in directions parallel and normal to the
c axis of the crystal.
(2) Hysteretic, reversible response without micro-
scopic damage that is attributed to the formation of in-
cipient kink bands, which with increasing load levels
produce mobile dislocation walls, and eventually pro-
duce immobile kink bands. In this regime (up to about
200 mN loads), the first indentations often produced
some permanent deformation that signifies production of
kink bands. Repeated indentations in the same location to
the same load level resulted in the development of an
equilibrium microstructure that was evidenced by satu-
rated fully reversible load–displacement curves. There
was clear evidence of hardening in these repeated inden-
tations lending further support to the kinking models pro-
posed here to explain the measurements.
(3) Plastic response with damage (i.e., microcracking/
delaminations). It is important to note here that when the
samples were loaded parallel to the c-axis, with the high-
est load possible, little to no damage was observed.
Back-extrapolated yield values were established. The
indentation yield points in directions normal and parallel
to the c axis were estimated to be about 4.5 GPa and
4 GPa, respectively.
Finally, a comparison of the energy dissipated per
cycle per unit volume from the nanoindentation meas-
urements showed remarkable agreement with the corre-
sponding measurements from simple compression ex-
periments when plotted against stress. This result sug-
gests that the underlying mechanisms continue to be the
same even at the high stress levels experienced in the
nanoindentation experiments.
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APPENDIX
According to Hertz for an elastic contact, applying a
load of P using a spherical indenter of radius R results in
a penetration depth, hE given by:
hE =  3P4E*23 1R13 , (A1)
where hE is the penetration depth of the indenter relative
to the original surface. E* is the reduced modulus given
by:
1
E* =
1 − 	s
2
Es
+
1 − 	i
2
Ei
, (A2)
where 	 is Poisson’s ratio, and the subscripts s and i refer
to the specimen and the indenter, respectively.
Geometrically, the actual contact diameter 2A is re-
lated to hc (Fig. A1) by:24
a = 2R hc, hc 
 R , (A3)
where hc is the depth at which the indenter and surface
are no longer conformal. Note that Eq. (6) in Ref. 21 and
Eq. (4) in Ref. 25 are incorrect; a factor of 2 is missing.
Assuming that in the purely elastic regime24,25,34:
hc ∼ htot2 , (A4)
implies
htot = a2R . (A5)
Note this equation implies that in the elastic regime (a/R)
 htot/a.
Using equation (A5) to eliminate htot from Eq. (A1)
yields the sought after result:
P
a2
=
4
3 E*aR . (A6)
For Ti3SiC2, 	 0.2 and its Young’s modulus is 320
GPa. The corresponding values for the diamond indenter
are 	  0.07 and 1170 GPa. In this work, we assumed
the modulus to be isotropic. As noted above, the excel-
lent agreement between most of the loading and unload-
ing curves and the lines generated assuming a modulus of
320 GPa confirms the validity of this approach. As im-
portant the control experiments carried out on silica (up
to 200 mN) yielded stress–strain curves that were linear,
and fully reversible and exhibited no hysteresis. The
moduli measured from the control experiments were
within 5% of the accepted value for the moduli of fused
SiO2; viz. 70 GPa.
FIG. A1. Schematic of indentation with a spherical indenter, showing
the actual area of contact, at small indentation depths (hc 
 R).
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Beyond the “yield point”, the deformation is elasto-
plastic and hc in this regime is usually assumed to be25
hc = htot − he2 (A7)
where htot is computed from Eq. A1 assuming purely
elastic contact.
In this paper, the hysteretic energy loss per unit vol-
ume, Wd, was determined from the computed indentation
stress–strain curves. The effective volume over which the
hysteretic energy loss is dissipated under the indenter can
be estimated by dividing hysteretic energy loss computed
directly from the load–displacement curves by Wd. The
energy may be assumed to be dissipated in a cylinder of
radius a and depth heff under the indenter. For the data
presented in this study, heff was found to be around 1.5a,
a value that is quite reasonable and validates the compu-
tation of Wd from the stress–strain curves.
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